REQUEST FOR BID PROPOSAL
DEPARTMENT OF INLAND FISHERIES AND WILDLIFE
ROAD MAINTENANCE AT THE
BUD LEAVITT WILDLIFE MANAGEMENT AREA,
GARLAND AND CHARLESTON, PENOBSCOT COUNTY, MAINE

The enclosed material is intended to provide additional information relating to the proposed 1900 feet of road maintenance at
the Bud Leavitt Wildlife Management Area. If you wish to be considered for the contract award, please complete Section 00
41 13 and return to: Ryan Robicheau, Maine Department of Inland Fisheries and Wildlife, 270 Lyons Road, Sidney, ME
04330 by 2:00 PM on Tuesday, May 15" 2012.

The terms of the roadwork are as follows:

1.

Work Area - The road lengths to be worked are outlined on the attached map (EXHIBIT A). The extent of the work
includes culvert (cross drainage) installation, road surface shaping, roadside ditching, stabilization of disturbed areas,
surface gravel placement and final grading. You are invited to inspect the proposed roadwork at your convenience.
The roadwork has been stationed via flagging on site at intervals of 200 feet.

Contract Period - The contract period runs through August 31%2012.

Specifications - Your attention is called to the “Culvert Specifications and Installation Instructions”, “Ditching
Specifications”, “Stream Crossing Specifications”, “Soil Stabilization Specifications”, and the “Surface Gravel and Final
Grading Specifications” in Rider A. Attention is also called to Section 00 11 13 - Notice to Contractors; Section 00 21
13 — Instruction to Bidders; Section 00 41 13 — Contractor Bid Form and the State of Maine, Small Construction

Project Contract.

Statutes and Regulations — The Department will be responsible for the permits required under any applicable NRPA
statutes, including Shoreland Zoning Regulations for the communities in which the work will be performed.



RIDER A - SPECIFICATIONS OF WORK TO BE PERFORMED

In all cases, local and state laws and regulations shall be adhered to during road construction activities. In addition
to state and local laws, Best Management Practices (BMP’s) should also be followed to ensure the protection of
water quality. The following publications can be used for references:

Gravel road Maintenance Manuel: A Guide for Landowners on Camp and Other Gravel Roads, April 2010 available at
http://www.maine.gov/dep/blwg/docwatershed/roads/gravel road manuel.pdf

Maine Erosion and Sediment Control BMP, March 2003 available at http://www.maine.gov/dep/blwg/docstand/escbmps/

Best Management Practices for Forestry: Protecting Maine’s Water Quality, 2004

BROAD BASED DIP DESCRIPTION AND CULVERT SPECIFICATIONS AND INSTALLATION INSTRUCTIONS

Unless otherwise indicated, all culverts shall be HDPE, Type S. Standard culvert lengths for all cross drains and ditch
relief culverts (cross drainage) are 20 feet, unless indicated otherwise. All cross drain culverts are 15 inches in diameter.
Culverts are to be supplied by the Contractor.

The contractor will be responsible for the following:

1. The installation of culverts in the amounts and locations specified on the station lists.

2. Culverts shall be covered with a minimum of 6 inches of .5” (1/2 inch) minus processed, compacted gravel free of
organic material. Finer non-organic material may also be used, such as “crusher dust”. The remaining depth of
cover may consist of 2” minus crushed or screened gravel with a minimum total depth of 1 foot. All materials to be
used shall be approved prior to application by the Department.

3. Where appropriate, cross drain culverts shall be angle 20 to 30 degrees downslope to a line perpendicular to the
road centerline. Pitch culvert at a 2% (1/4” per foot of length) slope minimum to avoid ponding in culvert. Extend
culvert 1- 0” beyond the road fill/bed at each end. At the inlet and outlet stabilize the bank width of the culvert
(15” min) each side with large angular rip-rap over non-woven geotextile fabric. At culvert inlet provide anti-seep
protection using geotextile fabric or anti-seep collar.

4. A well armored berm higher than the top of the culvert shall also be constructed in the upslope ditch for all cross
drains, forcing water to pass through the cross drain culvert.

5. All culverts will be installed to the manufacturers’ specifications, available upon request.
6. Old culverts that are not re-usable shall be disposed of at locations and in a manner approved by the department.

7. Broad based dips are basically gentle dips, or waves on the traveled surface to divert water from the travelled way
into a vegetated buffer strip. Proper construction includes the following:

1. Excavate at a 30- to 45-degree angle to the road.

2. Allow at least 150 feet for the entire dip.

3. Build the top of the berm at least 18 inches higher than the bottom of the dip.

4. Dig the outlet of the dip at least 3 inches lower than the upper end. Water will flow across it and out into the adjoining
vegetated area instead of pooling in the bottom of the dip.



8.

9.

5. Space broad-based dips the same as cross-drainage culverts.

Broad based dips, in most locations will be installed using a dozer if available.

SEE ATTACHED STATION LIST FOR DETAILS, INCLUDING MATERIALS COUNT.

DITCHING SPECIFICATIONS

In most cases, light ditching is required, with many areas only requiring cleaning the existing ditch and shaping from the
shoulder of the road into the bottom of the ditch. This will allow water to pass unobstructed from the road surface into the
ditch. The entire road length will be shaped prior to ditching or installation of gravel.

Requirements are as follows:

1.

Where possible, ditch slopes should not exceed 2:1 slope. Where ditch slopes exceed 2:1 rip-rap consisting of
fitted angular stone in varying sizes will be placed over geotextile fabric.

Ditches shall not terminate in streams and shall be terminated in a stable vegetated area.

Where possible and as indicated on the attached station list ditch water turnouts should be constructed. Turnouts
should have a flared end section that is level and lined with 4”’-6” crushed, angular stone to spread out the flow.
This level spreader converts the channeled flow into slower, shallow sheet flow. Turnouts should be stabilized so
as not to create additional soil erosion. Turnouts with less than a 5% slope can be seeded and stabilized with a
conservation mix and mulched with hay or erosion control blanket until the seed germinates. Alternatively, on
steeper slopes and areas receiving greater flow, 3”-6” angular rip-rap placed over non-woven geotextile fabric can
be used to line the structure.

Ditch backslopes should only be shaped where slumping has occurred or the slope exceeds 2:1.

Waste material generated from ditching should be cast and smoothed on the low side of the roadway.

Ditching material shall not be placed in mounds or rows upslope or behind the ditch.

STREAM CROSSING SPECIFICATIONS

In order to protect water quality and habitat value, additional precautions are required at stream crossings and
approaches.

1.

Disturbance shall be minimized within 100 feet of stream crossings and ditch water shall be diverted outside of
stream zones through stable vegetated areas.

All disturbed soils within 75 feet of stream crossings shall be established with hay, lime, fertilizer and approved
herbaceous seed as outlined in SOIL STABILIZATION SPECIFICATIONS.



SOIL STABILIZATION SPECIFICATIONS

Stabilization refers to preventative measures designed to reduce impacts from erosion during and after the proposed
roadwork.

1.

All soils disturbed within 75 feet of all streams shall be immediately stabilized with conservation mix grass seed,
fertilizer and mulch hay approved by the Department.

Lime, Fertilizer, Herbaceous Seed and Mulch Specifications:
e 100 Ibs of lime per 1000ft?
e 10 Ibs of 10-10-10 fertilizer per 1000 ft?
e herbaceous seed mix approved by the Department
e Mulch hay is required on any scarified mineral soil within 75’ of a brook and on slopes greater than 5
percent

All ditch relief culverts shall be stabilized within 10 feet of the inlet and outlet with mulch hay upon installation.

Other sensitive areas with slopes not exceeding 2:1 shall also be stabilized with hay and seed within a reasonable
time frame, as determined by the Department.

During the contract period, silt fences, hay bales, berms of erosion control mix, check dams, etc. will be properly
installed and maintained to prevent sediment laden water from entering streams.

SURFACE GRAVEL AND FINAL GRADING SPECIFICATIONS

Total length of gravel application is 1800 feet applied 6 inches deep (compacted) and 14’ wide conservatively equals
approximately 650 cubic yards, allowing for an additional 30 cubic yards of material over culverts, and additional
gravelling as needed (See Attached STATION LIST/GRAVELLING). Gravel will be approved by the Department prior to
construction. The source of the gravel shall be the responsibility of the contractor and should be considered in the overall
price quote. Shaping of the road using a dozer will be completed prior to application of the gravel

1.

Gravel should be well-graded with the majority of the gravel smaller than 7z “ in size. The maximum particle size
is 2”. The gradation should be as follows”

85%-100% by weight smaller than %4”

70%-100% by weight smaller than %’

55%-85% by weight smaller than %4’

20%-35% by weight smaller than #40 sieve (sand)
7%-12% by weight smaller than #200 sieve (silt)

Gravel shall be applied in such a manner to provide %2” of crown or slope per foot of road width (i.e. 14’ road
would have a 3 %" crown at the centerline.

A final grading will be performed after gravel placement is complete to assure proper crown exists and water is
draining off the road surface and into roadside ditches.



Scotland STATION LIST - CULVERTS, BROAD BASED DIPS, ETC.

1,800 feet

Station # (ft.) Descripton Comments
0 broad based dip (2) at intersection of roads, clean out existing culvert
200+55 turnout ditch turnout, left side of road
400+105 15" x 20' x-drain remove and replace old culvert
600+95 15" x 20" x-drain remove and replace old culvert
800+134 15" x 20" x-drain install new culvert
1000+82 ditch turnout cleanout and use existing turnout on right
1000+105 ditch turnout cleanout and use existing turnout on left
1200+94 ditch turnout cleanout and use existing turnout on right
1200+138 ditch turnout cleanout and use existing turnout on left
1400+126 ditch turnout create new turnout across old road on left
1600+45 ditch turnout cleanout and use existing turnout on left
1800+35 ditch turnout create new turnout on right
Materials Count Notes
3 | 115" x 20" culverts

3 total culvert installations
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Section 00 11 13 — Notice to Contractors

Road Maintenance at the Bud Leavitt Wildlife Management Area

This is a road reconstruction project covering approximately 2000' of gravel road and includes ditching,
culvert installation and gravel application.

The cost of the work is approximately $ 25,000.00. The work to be performed under this contract shall
be completed on or before 37 August 2012.

1. Sealed Contractor bids for the project noted above, in envelopes plainly marked "Bid for Road
Maintenance at the Bud Leavitt Wildlife Management Area" and addressed to:
Ryan Robicheau, Lands Management Biologist
270 Lyons Road
Sidney, ME 04330

will be opened and read aloud at MDIFW Sidney Regional Headquarters, 270 Lyons Road, Sidney,
ME 04330 at 2:00 p.m. on May 15", 2012. Bids submitted after the noted time will not be
considered and will be returned unopened.

2. The bid shall be submitted on the Contractor Bid Form (section 00 41 13) provided in the Bid
Documents. The Owner reserves the right to accept or reject any or all bids as may best serve the
interest of the Owner.

3. Bid security is not required on this project.
The Bidder shall include a satisfactory Bid Bond (section 00 43 13) or a certified or cashier's check
for 5% of the bid amount with the completed bid form submitted to the Owner.

4. Performance and Payment Bonds are not required on this project.
The selected Contractor shall to furnish a 100% contract Performance Bond (section 00 61 13.13)
and a 100% contract Payment Bond (section 00 61 13.16) in the contract amount to cover the
execution of the Work.

5. Filed Sub-bids are not required on this project.

6. An on-site pre-bid conference will be conducted for this project.
The pre-bid conference is mandatory for General Contractors and optional for Subcontractors and
suppliers. The pre-bid conference will be held at 8:00 AM, Thursday, May 3™, 2012 at the
intersection of the "Access Road" and Route 15 in Charleston - see attached locus map.

7. Bid Documents - full sets only - will be available on or about April 20th, 2012 and may be purchased
(no purchase necessary) from:
Maine Department of Inland Fisheries and Wildlife - ATTN.: Ryan Robicheau
270 Lyons Road
Sidney, ME 04330
207-547-5327, email: ryan.robicheau@maine.gov
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002113
Instructions to Bidders

Bidder Regqumraments

A badder 15 a Contractor who 15 qualified, or has been specifically pre-qualified by the Bureau of
(reneral Services, to bid on the propesed project described mn the Bid Documents.

Contractors and Subcontractors biddmz on projects that utilize Filad Sub-bids shall follow the
requirements cutlined in these Bid Documents for such projects. See Section 00 22 13 for
addittonal mformation.

Contractors are not eligibls to bid on the project when their access to project desizn docmuments
prior to the bid period dizstribution of documents creates an unfair bidding advantage. Prohibited
access neludes consultation with the Owner or with design professionals engaged by the Chamer
regardmg oot estimating, constmctability review, or project scheduling. This prohibition to bid
applies to open, competitive bidding or pre-qualified confractor bidding or Filed Sub-biddimg.
The Burean may require additional information to deternune 1f the activities of 2 Contractor
constitute an unfalr ddms advantage.

Each brdder 15 rezponzbles for becomumg thoroughly fammliar with the Bid Documents prior to
submutting a bd. The failure of a badder o review evident site conditions, to attend avarlable
pre-bid conferences, or to receive, examine, or act on addenda to the Bid Documents shall net
relieve that liddar from any obligation with respect to their bid or the execution of the work as a
Contractor.

Frior to the award of the confract, General Contractor bidders or Filed Sub-budders mayv be
required to provids documented evidence to the Owner or the Bureau showing complianee with
the provizions of this section, their business expenience, finaneial capability, or performance on
previous projects.

The selected Gensrzal Contiactor |}1|ﬂJ:‘.El will be required to ]:uru:u1 ide pmnf of msuramece betu}ne a
confract can be executed, sen L E - :
P Flofar 1o Small Cn:-u_u';..tL-:-u T-‘11'.:- act C-:uuuact for .pe-::nc FeqUITSInelts

Contracts developed from this bid shall not be aszizned, sublet or tansferred without the wiritten
consent of the Chimer

Authority of Ouner

The Owmer reserves the right to accept or raject anyv or all bids as may best serve the interest of

the Cramar.

Subject to the Chamer’s stated right to accept or reject any or all bads, the Contractor shall be
selected on the basiz of the sum of the lowest acceptable bid plus any Alternate Bids the Crwner
elects to include.

The Owmer 15 exempt from the payment of Federal Excise Taxes and Federal Transportation Tax
on all shipments, as well as Maine State Sales and Uss Taxes on 1tems ". . physically
mcorperated 1o real propeity ...". The bidder shall not include theze taxes i their bide— e

{farmey Seciion 1-4)
0021 13 Instructions 5o Biddzrs Aprl 2012 Page 10f 2 002113



002113
Instructions to Bidders

3. Subnuthing Bids and Bid Eequirements

[

A Each bid shall be submitted on the forms provided in the Bid Documents.

Lid
(B

Each bud shall be valid for a perniod of thirty calendar days following the Project bid opeming date
and fime.

Lad
e

A bad that contain: an escalation clauze 1= considered mmvalid.

Lk
e

Bidders shall melude 2 Bid Bond or other approved bid secumity with the bid form subnmtted to
the Cramer when the bid form indicates such bid secunity 1s required. The bond value shall be 5%
of the bid amount. The form of bond 1= shown n ssction 00 43 13,

is Bidders shall inelude the cost of Performance and Payment Bonds m the bid amowmt 1f the bad
amoumt will rezult n a construction contract value over 5123000, mnclusive of alternate hids that
may be awarded in the confract. Pursuant to 14 ME.S A | Section 871, Public Works
Contractors’ Surety Bond Law of 1971, subzection 2, the selected Contractor 15 regured to
provide these bonds before a contract can be executed. The form of bonds are showm in section

0061 13.13 and 00 61 13.16.

Lid
(=43

Bidders may modify bids m writing pricr to the bid closing time. Such written amendments shall
not dizclose the amount of the mitial bid. If so disclosed, the antive bid 15 considered inwvalid

i7v Bidders shall acknowledze on the bid form all Addenda 1ssued in a timely manner. The
Architect shall not 135ue Addenda affecting badders less than 72 hours prior to the bid closmg
time. Addenda shall be issued to all companies whe are registered holders of Bid Documents.

Lid
[ea]

A bd may be withdrawn without penalty 1f 2 written request by the badder 13 presented to the
Ovmer prior to the bid closing time. Such wmitten withdrawal requests are sulyect to venfication
as required by the Burean. After the bid clesmg tume, such wiitten withdrawal requests mav be
allowed m consideration of the bid bond or, without utilizing a bad bond, if the Contractor
provides documented evidence to the satizfaction of the Burean that factual e1rors had been made
on the bid form

Lid
L=l

Lad
(-
=]

{farmey Seciion 1-4)
0021 13 Instructions 5o Biddzrs Aprl 2012 Page 2.of 2 002113



004113
Contractor Bid Form

Eoad Maintenance at the Bud Leavite Wildlife Management Area

To: Ryan Rebicheau

I

Maine Department of Inland Fisheries and Wildlife
270 Lyons Foad
Stdney, ME (4330

The undersizued, or "Bidder”, havmyg carefully exanuned the form of contract, general condrtions,
specifications and drawings dated April 20%, 2012, prepared by Maine Depariment of Fnland
Fizheries and Wildlife for Road Mamrenance ar the Bud Leavir Wildlife Managemens Area, as well
as the premuses and condifions relating to the work, proposes to fmmuzh all laber, equupment and
materials nacessary for and reasonzbly meidental to the constuction and completion of this project
for the Base Bad amownt of:

Dollars

Allowances are not included on thus project.
The bid ameumt above mncludes the following Allowances:
insert brigf name of Allowance Sinsert dollar amount of Allowance

inzert brief name of Allowance Sinzert dollar ameount of Allovance

Alternate buds are nor included on this project.
Any dollar amount lime below that 15 laft blank ber the Bidder shall be taken as a bid of $0.00.

Alternate bid prices ave as follows:

Alternate Mo Title of Aliernate Diollar amount
I insert title of Alternare as shown in specification 5
2 insert fitle of Alternare as shown in specification 5
3 inzert fitle of Alternate az shown in specification §
4 inzert title of Alrernare az shown in specification b

The Bidder acknowledzes receipt of the following addanda to the specifications and drawings:

Addendum MNe. _ Dated: o
Addendum MNe.  Dated: o
Addendum Ne. Datad-

{farmeiy Seciion 2-8)
0041 13 Cantractor Bid Form 07 Apr 11 Fage 1af 3 004113
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004113
Contractor Bid Form

4. Bad security is mof reguived on this project.
The Bidder shall mnclade a zatisfactory Bid Bond (zection 00 43 13) or a certified or cazluer's check
for 5% of the bad ameunt with thes complatad bid form submmtted to the Cramer.

LA

The Bidder agrees, if this bid 15 aceepted by the Oumner, to sizn the designated Comer-Contractor
contract and deliver it, with any and all bonds and affidavits of insurance specified in the Bid
Diocumnents, within twelve calendar days after the date of notification of such acceptance, axcept it
the twelfth day falls on a Siate of Mamne zovemment holiday or other closure day, 2 Saturday, ora
Sunday, in which caze the aforementioned documents must be recerved before 12:00 noon on the day
following the holiday or other clesure day, Satrday or Sunday.

Az a guarantes thereof, the Bidder submmts, together with thos tud, a bid bond or other acceptable
mstrumient as and if required by the Bid Documents,

{farmeiy Seciion 2-8)
0041 13 Cantractor Bid Form 07 Apr 11 Fage 2of 3 004113
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6. This bad 15 herebrr submitted by

Signatare:

004113
Contractor Bid Form

Primted names and mtle:

Company name:

Mailing addrass:

City, state, zip code:

Phone momber:

Email address:

State of incorperation,

if a corporation:

List of all partners,

1f a partuership:

{farmeiy Section 2-8)
00 41 13 Contractor B8 Form 07 Apr 11
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STATE OF MAINE
SMALL CONSTRUCTION PROJECT CONTRACT

(Use when confract value is lzzs than 550 000)

AGFEEMENT entered into the day of meonth, year by and between the Stafe of Maine
through the dgency name hereinafter called the Owner and hereinafter called the
Contractor.

Agency or BGS Project No.:

For the following Project: brief name of project at focility o0 campus name, municipality,

Mame.

Brief Scope of Worl:
{Provide a detailed description of the work in "Arfachment A7)

The Owmer and Contractor agree as follows:

ARTICLE1 PAYMENTS AND COMPENSATION TO THE CONTRACTOR

§1.1 Subject to additions and deductions provided by approved change orders, the Contract Sum
to firmish all labor, equipment, materials and incidentals necessary for the constmaction of the
work described in "Attachment A" shall be the net firm amount of dollars (§ 00).

§ 1.2 Agreements based on a not-to-exceed amount shall specify the hourly rates, umit prices or
allowaneces in " Attachment B™.

§1.3 Changes m the work to be performed must be approved by Owner and Contractor prior to
proceeding with the work. Change orders shall be recorded on a form approved by the Burean of
(General Services (BGS).

§ 1.4 Payments are due and payable thirty (30) days from the date of receipt of the Contractor’s
mvolce. Amounts due that are unpaid thirty (307 days after receipt of the mvoice shall bear
mterest at the rate of seven percent (7%:) per annum.

ARTICLE 2 TIME OF COMPLETION
§ 2.1 The work to be performed under thus Agreement shall be completed on or before the date
noted here: .

ARTICLE 3 CONTRACTOR'S RESPONSIBILITIES

§ 3.1 The Confractor shall acquire all permits applicable for the work not specifically idennfied
as provided by the Owner. Costs for Confractor-provided permuts shall be mcluded m the
Contract Sum identified in Section 1.1 above.

§ 3.2 The Contractor shall comply with all laws applicable to this wark.

BGE Smiall Construction Project Confract Paze 1 of &
Bev. 0210508
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% 3.3 The Contractor shall comply
benefit records for n:ﬂutran:t 55'

TEpalrs.

1th Department of Labor regulations regarding wage and

WI
0,000 or greater value, excluding temporary or emergency

§ 3.4 The Contractor shall remzain an mndependent agent during the duration of this Agreement,
shall not become an employee of the State, and assures that no State emplovyee shall be
compensated by or otherwise benefit from this Agreement.

ARTICLE 4 OWNER'S RESPONSIBILITIES

% 4.1 The Owner shall provide full information about the cbjectives, schedule, constrants and
existing conditions of the project. The Owner has established a budget with reasonable
contingencies that meets the project requirements.

§ 4.2 The Onwner attests that all State of Maine procurement requirements hawve been met,
wnclnding approval of this project and the solicitation of a nuninmmm of three quotations for the
work descnibed in this contract.

ARTICLE 5 TERMINATION

% 5.1 This Agreement may be terminated by either party upon not less than seven days' written
notice to the other party should such other party fail to perform in accordance with the terms of
this Agreement. This Agreement may be termunated by the Owner upon not less than seven days
written notice to the Contractor for the Owner's conventence and without canse.

ARTICLE 6 MISCELLANEOQUS PROVISIONS
§ 6.1 This Agreement shall be govemned by the laws of the State of Maine.

§ 6.2 The Owner and Contractor, respectively, bind themselves, thelr parmers, successors,

assigns and legal representatives to this Agreement. Neither party to this Agreement shall assign
the Agreement as a whole without written consent of the other party, which consent the Owner
may withhold without canse.

ARTICLE 7 HOLD HARMLESS

§ 1.1 The Contractor hereby indemmnifies and holds harmless the Owmner and its officers, agents,
and employees from and against any liabilities, expenses (including reasonable attomey's fees
and court costs), claims and demands:

A for bodily mpury, meluding death, and property damage caused in whele or in part,
by any EIEEllUE]lt act or omission of the Confractor, its subcontractors, agents, or
E]JJ.PII:I}EEL m connection with the performance of this Agresment;

2 for labor, services, or matenials supplied to the Contractor in connection with the
performance of this Agreement, unless such claim results from a breach of this
Agreement by the Crwner or its officers. agents or employess and;

3 ansing from any vielation by the Contr actor, its subcontractors, agents, or
Emplnj,&h_ of any copymights or other proprietary rights m connection with the
performance of this Agreement.

BG5S Small Constmaction Project Conmact Page 2of &
Fev. 000508
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ARTICLE 8 INSURANCE REQUIREMENTS

§ 8.1 The certificates shall name the Cramer as certificate holder and as additional msured for
general habality and automebile liabality coverages. The submitted forms shall contam a
provision that coverage afforded wmder the insurance policies will not be canceled or matenally
changed mnless at least ten (10} days prior written notice by registered letter has been given to
the Owner and the Burean of General Services. The Owner does not warrant or represent that the
nsurance reguired herein constifites an insurance porifolio which adequately addresses all nsks
faced by the Contractor. The Coniractor is responsible for the existence, extent and adequacy of
Insurance pricr to signing this Agreement.

§ 8.2 The Contractor shall procure and mamtain insurance for the duration of the Project and, if
Wwritten on a claims made basis, shall mamtam such msurance for the duration of time that the
claims insured against may be brought within the applicable Maine statute of repose. The
Contractor shall ensure that all Subceontractors the Contractor engages or employs carry and
maintain similar insurance m form and amount acceptable to the Owner. The insurance shall be
of the types and limats set forth herein and such insurance as will protect the Contractor from
clamms which may result from the Contractor’s execution of the Work, whether such execution
be by the Contractor or by those employed by the Contractor or by those for whose acts they may
be liable. The insurance coverage pmuded I::u'. the Contractor will be primary coverage. All
Tequired insurance coverages shall be placed with carriers anthorized to conduct business in the
State of hMame by the Maine Bureau of Insurance.

§ 8.3 The Contractor shall have workers' compensation insurance for all employess on the
Project site in accordance with the statutory workers® compensation law of the State of Mame.
Minimum acceptable limits for Emplovyer's Liability are:

Bodily Injury by Accident... ween 31040,000

Bodily Inpary by Disease....ooooeecereeeeeeeccecee. 3100,000 Each Employee

Bodily Inpory by Ddsease ... 53500,000 Policy Limit

§ 8.4 The Contractor shall have general liability insurance providing coverage not less than that
of the 1998 occwrrence version of the Insurance Services Office (150 Commercial General
Liabality Policy. This mnsurance shall cover bodily mmury and property damage liabality for all
hazards of the Proj ject meluding premize and operations, products and compl leted operations,

contractual, and personal mjury hiabilities. Minimum ac n:e]:utable limits are:
Ceneral aggregats limut . S - 1, 0030, O
Products and completad o 1]:|E rations aggregate ., 3400,000
Each ocowrrence linit. . S 5400000
Parsonal mjory aggregate SRRSO USRUNOTURPR . . L 11

§ 8.5 The Contractor shall have automobile liability insurance against claims for bodily mjury,
death or property damage resulting from the mamntenance, ownership or use of all owned, non-

owned and hired automotales, tmcks and trailers. Mimimum accepiable limit 15
Any one accidenror loss. 5400000

§ 8.6 The Contractor shall have property insurance for projects over $1,000 as follows:

A NWew construction — The Contractor shall procure and mamtain Balder's Fisk
msurance naming the Owner, Coniractor, and any Subcontractor as insureds as their
interest may appear. Coverad canses of loss form shall be all Risks of Direct
Physical Loss, endorsed to include flood, sarthquake, wansit and sprinkler leakags
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where sprinkler coverage 15 applicable. Unless specifically authonzed in writing by
the Owner, the It of msurance shall not be less than the mmtal contract amount
and coverage shall apply during the entire contract peniod and until the work 13
accepted by the Owner.

2 Renovations or additions within existing State-gwned buildings — Coverage will be
provided by the State of hlaine m accordance with the terms and conditions of the
State’s property policy. The Owner shall nofify Mamne Fask Management Division
concerming the project, including the nature and value of the work, planned start and
completion date, and the name of the General Contractor. Said insurance coverage
shall cover the interests of the Contractor and Subcontractor, as their interests may
appear. Coverad camses of loss form 1s Fasks of Direct Physical Loss, endorsed to
include flood, earthquake, transit and sprinkler coverage. Exclusions common to
corumnercial property policies may be applicable. The 3500 per ccourrence
deductible 135 the responsibility of the Contractor. Should the Contractor or
Subcontractor desire coverage in excess of that mamtained by the State, 1t must be
acquured by the Contractor and at Coniractor expense. A cerhificate of msurance will
be fumished to the Contractor upon request.

ARTICLE9 EQUAL EMPLOYMENT OPPORTUNITY

§9.1 The Contractor shall not discriminate against any emplovee or applicant for employment
relating to this Agreement because of race, color, religions creed, sex, national onigin, ancestry,
age, physical or mental disability, or sexual onentation, unless related to a bona fide
occupational qualification. The Contractor shall take affirmative action to ensure that applicants
are employed and employees are treated dunng employment, without regard to their race, color.
religion, sex. age, national ongin, physical or mental dizabality, or sexunal orientation.

Such action shall mclude but not be linited to the following: employment, upgrading, demotions,
or transfers; recruitiment or recruitment advertising; layoffs or temuinations; rates of pay or other
forms of compensation; and selection for rainmg meluding apprenticeship. The Confractor
agrees to post i conspicuous places available to employees and applicants for employment
notices setting forth the provisions of this nondiscrimination clause.

§9.2 The Contractor shall. n all solicitations or advertising for emplovees placed by or on behalf
of the Confractor relating to this Agreement, state that all qualified applicants shall receive
consideration for employment without regard to race, color, religious creed, sex, national origin,
ancestry, age, physical or mental disability, or sexual onentation.

§ 9.3 The Contractor shall send to each labor union or representative of the workers with which it
has a collectrve bargaiming agresment, or other agreement or understanding, whereby 1t 1s
furmished with laber for the performance of this Agresment a notice to be provided by the
contracting agency. advising the said labor union or workers' representative of the Contractor's
commitment under this section and shall post copies of the nofice m conspicuous places avalable
to employees and applicants for employment.

§ 9.4 The Contractor shall inform the contracting Department™s Equal Emplovment Opportunity
Coordinater of any discninunation complamts brought to an extemnal regulatory body (Maine
Human Rights Commission, EEQC, Office of Civil Rights) against their agency by any
mdividual as well as any lawswt regarding alleged discrinminatory practice.
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§9.5 The Contractor shall comply with all aspects of the Amencans with Disabilittes Act (ADA)
n employment and in the provision of service to include accessibility and reasonable
acconumodations for employees and clients.

§ 9.6 The Contractor shall cause the foregoing provisions to be mserted in any subcontract for
any work covered by this Agreement so that such provisions shall be erJdJuE upon each
subcontractor, prc:-:‘tded that the foregoing provisions shall net apply to confracts or subcontracts
for standard commercial supplies or raw materials.

ARTICLE 10 DISPUTE RESOLUTION

§10.1 If, in the performance of this Agreement, there arises a dispute between the Contractor and
the Omwmner that cannet be resolved by the parties to the Agreement, the dispute shall be referred
to the Director of the Bureau of General Services who, at is/her discretion, will submit the
dispute to non-binding Altemate Daspute Resolution (ADR) or binding arbitration. If the parnes
n dispute are not satisfied with the results of ADE, the Owner or the Coniractor may resubmit
the dispute to the Director of the Bursan of General Services for binding arbitration.

ARTICLE 11 DEBARMENT AND SUSPENSION

§11.1 The Contractor attests that 1t has not been declared melizible to bid on State of Mamne
projects. The Director of the Bureau of General Services may disallow award of this contract t
any Contractor if there 15 evidence that the Contractor '].1.1"*119].1 1ts own fault has been ermmated
has been suspended for cause, has been debarred from blddmg. has agreed to refrain from
bidding as part of a settlement or has defaulted on a contract or had a contract completed by
another party.

§ 11.2 The Contractor shall not make any award or permit any award (subgrant or contract) at any
tier to any party which is debarred or suspended or 15 otherwise excluded from or ineligible for
participation i Federal assistance programs or State of Maine projects.

ARTICLE 12 OTHER PROVISIONS

{Insert any additional provisions to this Agresment below. Any such provisions or other
revisions to the standard Agreement form are subject ro approval by the Bureau of General
Services. )

§12.1 There are no other provisions.
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This Agreement entered into as of the day and vear first wnitten above.

OWNER CONTRACTOR

{Signature) {Date) (Signatre) {Diate)
{Printed name and titls) (Printed name and titls)
Tﬂépm'.‘?rmm Agency) (Company Name)
{Address) iAddress)
{Telephone) Telephonel
i Tendor Number)

If a corporation, use the corporate seal and write State of Incorporation. If a partnership, all
parmers should execute this Agreement.

The use and content of thiz standard form of Agreement is controlled by and subject to revision
by the Bureau of General Services. The current version af this form is available on the Bureau
website (hitp:/faww. maine.gov/bgs/), or by contacting BGS at 77 State House Station, Augusta,
Maine 04333, 624-7360.
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